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Bibcock brass ball valve 

Features 
1. , PN-16.  
2.  DIN 17660  
3.P  ISO228/1 

.
4. - .
5. .
6. .  100 ºC   

1. Brass ball valve PN-16   
2. Brass according to DIN 17660   
3. Ends: gas male according to ISO 228/1 and two 
pieces hose connection    
4. Working by means of handle 
5. Non ejectable stem   
6. Max. Temperature 100 ºC

Nº  /  
Name

/
Material

/
Surface Treatment

1  / Body  / Brass  + /
Peened + Chromed 

2  / Cap  / Brass a + /
Peened + Chromed 

3  / Ball  / Brass / Chromed 
4  / Stem  / Brass / Chromed 
5  / Ball seats PTFE - 
6  /Stem packing PTFE - 
7 / O-ring N.B.R. - 
8  / Stem ring  / Brass / Chromed 
9  / Nut  / Brass / Chromed 
10   / Handle  / Steel / Chromed 
11 / Joint N.B.R. - 
12  / Nut  / Brass  + /

Peened + Chromed 
13 / Hose 

Connection 
 / Brass / Chromed 

14  / Diffuser /Nylon - 
15  / Ball seats PTFE - 
16  / Seat ring  / Brass - 
17 / Washer  / Brass / Chromed 

,
 /Size

,
 / PN

( )/ Dimensions (mm)           
       P                 A                  L                 M 

 ( )/
Weight (g)

3059 04 1/2"x3/4" 16 10 90 85 84 155 
3059 05 3/4"x1" 16 12 97 95 84 210 
3059 06 1"x1" 16 15 118 119 98 335 
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