
 2035/ Article 2035

1 piece reduce bore ball valve 

Features 
1.

2.  c
 EN 12627 

3.  DIN St-
37. 
4.

.
5.  - FPM (Viton).  
6.  – .  AISI 304.  – .
AISI 303. 
7. .  25/40 
 ( ). 
8.  -30°  +200° .
9. ,

.
10. e.. 

1. One piece reduce bore ball valve. 
2. Extension pipes for welding according to EN 
12627 Std. 
3. Made of Carbon Steel DIN St – 37. 
4. Ball seat made of Carbinized PTFE. 
5. Stem O’rings made of FPM ( Viton). 
6. Ball made of SS 304 and Stem made of SS 303. 
7. Max. working pressure PN 25/40 depend of size. 
8. Working temperature –30 ºC  +200 ºC. 
9. The valve is free of maintenance, adjustment or 
lubrication. 
10.Easy instalation.    

Nº /Name
/Surface Treatment

1  / Body / Carbon Steel DIN 
St-37 / Painted 

2  / Extension Pipes / Carbon Steel DIN 
St-37 / Painted 

3  / Stem Bush / Carbon Steel DIN 
St-37 / Painted 

4  / Stem .  AISI 303 ------ 

5  / Ball .   AISI 304 ------ 
6  / Seat ball PTFE +  / Carbinized PTFE ------ 

7  / Spring  Washer .   AISI 301 ------

8  / Seat Bush AISI 301/ Stainless Steel ------

9  / Trust Washer  /PTFE ------ 

10  / O´ring /FPM (  Viton ) ------ 
11  /  Stopper / Carbon Steel  / Zinc-Plated 

12  / Handle / Carbon Steel a/ Painted 
13  / Nut . / Stainless Steel ------ 

14   /  Washer /PTFE ------ 
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 / GENERAL DIMENSIONS    

                                 

e /Ref /
Size 

PN D D1 D2 S H H1 A L  ( )/
Weight

2035 04 1/2" 40 10 21.3 38 2.5 100 23 120 230 0.8 
2035 05 3/4" 40 15 26.9 42 3 100 24 120 230 1.0 
2035 06 1" 40 20 33.7 51 3 105 40 150 230 1.3 
2035 07 1 ¼" 40 25 42.4 57 3 105 39 150 260 1.6 
2035 08 1 ½" 40 32 48.3 76 3 125 59 190 260 2.2 
2035 09 2" 40 40 60.3 88.9     3 130 59 190 300 3.0 
2035 10 2 ½" 25 50 76.1 108 3 180 71 280 300 4.8 
2035 11 3" 25 65 88.9 127 4 190 77 280 300 6.7 
2035 12 4" 25 80 114.3 153 4 220 92 280 325 9.9 
2035 13 5” 25 100 139.7 177.8 4.5 245 95 420 325 14.5 
2035 14 6” 25 125 168.3 219.1 6 265 103 550 350 23.5 
2035 16 8” 25 150 219.1 273.0 6 *** *** *** 400 56.0 
2035 18 10” 25 200 273.0 355.6 7 *** *** *** 530 100.0 
2035 20 12” 25 250 323.9 457.0 8 *** *** *** 550 152.0 

(***) : 8” - 10” - 12” / c o    8” - 10” - 12”  with Gear Operator.  

B  / PRESSURE TEMPERATURE 
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